
Product datasheet on energy consumption

VITOCAL 200-A PRO
AWO-AC 201.A032, AWO-AC 202.A064, AWO-AC 204.A128

The product data specified meets the requirements of EU Regulations 811/2013  and 813/2013.

Product data Symbol Unit AWO-AC
201.A032

AWO-AC
202.A064

AWO-AC
204.A128

Seasonal space heating energy efficiency, medium-temperature application A+ A++ n.a.

Rated heat output, medium-temperature application, Average climate conditions Prated kW 27 54 108

Supplementary heater Rated heat output, Average climate conditions Psup kW 4,2 9,1 17

Seasonal space heating energy efficiency, medium-temperature application, Average climate
conditions

ηs % 124 130 129

Annual energy consumption QHE kWh 17578 34341 67722

sound power level indoors LWA dB - - -

For all special precautions to be taken during assembly, installation or maintenance of the space heater, see the service and
installation instructions.

Product data Symbol Unit AWO-AC
201.A032

AWO-AC
202.A064

AWO-AC
204.A128

Rated heat output, medium-temperature application, Colder climate conditions Prated kW 38 76 152

Rated heat output, medium-temperature application, Warmer climate conditions Prated kW 15 30 59

Supplementary heater Rated heat output, Colder climate conditions Psup kW 38 76 152

Supplementary heater Rated heat output, Warmer climate conditions Psup kW 0 0 0

Seasonal space heating energy efficiency, medium-temperature application, Warmer climate
conditions

ηs % 134 137 139

Seasonal space heating energy efficiency, medium-temperature application, Colder climate
conditions

ηs % 111 113 115

Annual energy consumption, medium-temperature application, Warmer climate conditions QHE kWh 5845 11411 22152

Annual energy consumption, medium-temperature application, Colder climate conditions QHE kWh 32883 64866 127299

Sound power level, indoors LWA dB 70 70 72
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